
Save your time and get best results 

Triple Wavelength Diode Laser       Hair Removal and Skin Rejuvenation

Comfort & Painless

Relex and Fast
REDEFINED 
Laser Hair Removal



Working Principle

Featuring its exclusive 3 wave technology, WAVELENGTH PRO-X 

combines the three most effective laser wavelengths into a single 

applicator, simultaneously targeting different tissue depths and 

anatomical structures within the hair follicle. By combining the 

absorption and penetration levels of different wavelengths, along with 

extended treatment coverage, increased comfort, and low 

maintenance requirements.

Contact Selectively Thermal Damage 

The hair follicle and hair shaft are 

damaged by thermal absorption

Hair lose the primary environment

Adaptation

Hair Line

Arm Hairs

Back

Under Arms

Facial Hairs

Leg Hairs

Bikini Line

Hair become smaller and fewer, and the color becomes lighter that reach

the actual permanent hair removal.



3 WAVE Technology  

 With the integration of three wavelengths, it facilitates increased 

treatment coverage to significantly reduce treatment time and 

make the process easier and more safe for patients. With 

Wavelength Pro-X, hair removal is quick, efficient and convenient. 

Three Simultaneous Wavelength Delivery in one applicator. It works 

on all types of hairs and all skin types.
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 02 Continuous contact cooling (C3) 

C3 is an advanced technology that continuously cools the

skin and facilitates range-controlled temperature throughout 

the entire treatment. 

The cold sapphire tip minimizes epidermal risks while maintaining 

heat within the dermis where hair follicles are treated. 

The temperature remains controlled and constant which contributes 

to the diode’s efficiency. 

 03 Imported German Laser Bars 

Micro-chennel  cooling system and Imported Bar. 

Energy output uniform and extend the useful life. 

Constantly monitoring temperature to ensure

safe treatment and stable energy output.

 04 30 Million Shots 

With the help of imported laser Bars, Wavelength Pro-X  has 

30 Million Shots warranty, which is 10 times more than other 

Diode laser machines.  

 05 Cloud Clinic

Cloud-based businesses development tool that offers continuous

access to live data through an application and online platform. 

It empowers better management processes simply and seamlessly, 

reflecting a real time status of platforms, applicators, and productivity, 

letting you access data and make adjustments without losing time.

 06 Intuitive 15" User Friendly  Interface

With a continually adjustable frequency from 1-10Hz ( the 

adjustable gear like 4-6-10, the actual output is not reach to 

10Hz or only 3 or 5 Hz in market) which realize the fastest Hair 

Removal.

120 J energy is consistent with the real energy measurement 

of output 120J

Pre-set parameter for the user to achieve the best results

Technological Advantages 



PARAMETERS WAVELENGTH PRO-X WAVELENGTH PRO-V

LASER TYPE DIODE LASER DIODE LASER

WAVELENGTH 
755nm, 808nm, 1064nm 

(808nm optional)
755nm,808nm,1064nm 

(808nm optional)

DISPLAY 15 Inch 10.4 Inch

SPOT SIZE
12mm*12mm, 

12mm*16mm optional
12mm*12mm, 

12*16mm optional 

FLUENCE 1-120 J/cm2 1-100 J/cm2

FREQUENCY 0.5-10 Hz 0.5- 10 Hz

COOLING SEMI-CONDUCTOR + 
AIR + WATER

SEMI-CONDUCTOR + 
AIR + WATER

C3 
TEMPERATURE

0-2`~ C 0
0~3 C

VOLTAGE 220VOLT 50Hz AC 220VOLT 50Hz AC

PULSE 
DURATION

2-120ms 8-685ms

Technical Specifications Before- After 
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